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MILANDO DL TECHNICAL DATA

EXPERIENCE LIGHT JrSLV

LED indoor recessed ceiling light, black/white, 3000K, ltem no.: 1002105
640lm
Number of different light outlets 1
The minimalistic MILANDO LED recessed ceiling light im-
presses with its compact installation dimensions, innovat- Secondary power / secondary voltage 700 mANV
ive LED technology and excellent lighting properties. The
elongated recessed fitting is available in several sizes and Length 19.5¢cm
light colours. A separate LED driver current driver is re- ;
quired for connection. Width 4.2cm
Height 6.8cm
Installation length 18.4cm
1 f
: 18,4x38 | Installation width 3.8cm
_I ‘ﬁ ﬁ E r 16 . Installation depth 10.0cm
4 l— 10,2 Net weight 0.395 kg
) 19x4,2 g Gross weight 0.471 kg
IP Code IP 20
Safety class 1l
Assembly Recessed
Assembly details Ceiling
Wattage 10.675 W
Lumen 640 Im
Colour temperature 3000 Kelvin
Beam angle 45°
Color white
CRI >80
UGR ? 19.0000
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Accessories

464030

TCI LED DRIVER , 11VA, 700mA, incl.
strain relief

Binning 3
LXXBXX data 70/50
Service life 36000 h
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